Lamina Dorada 45
Antoni Arola. 2023

SANTA & COLE
Floor Lamp
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The elegance of Lamina’s shades captivates, soon pleased by its efficacy. Simple, clean lines laid bare and fully exposed. Reflection
provides more nuanced results than direct light. Sober, supporting, contrasting and without glare.

General description:

Metallic flat shade with gold finish.

Black metal structure with matte finish.
Polycarbonate diffuser.

Dimmer and switch incorporated into the luminaire.
Electric cable length: 2,5 m / 98.4”

Approximate weight (unpacked):

49Kg/11lb
Technical information: OE Halfplaneﬁ800
Dimmable light source included 90° - - - - - 270°
Built-In LED

Rated input wattage: 11T W
Operating current: 500 mA
CCT: 2700 K

CRI: 90

Lifetime: 40.000 h
Luminous flux: 245 Im

Suitable only for indoor use.
Non-replaceable light source.

Input voltage: 110 ~ 277 Vac.
(50 Hz / 60 Hz). According to destination.

45° 30° 15° 0° 15° 30° cd/kim
Regulations: American version
European version UL-1598
UNE-EN 60598 UL-8750
UNE-EN 55015 E-3363621
UNE-EN 60529 Dry location only
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Maintenance:
Clean with a smooth cloth. Do not use ammonia, solvents or abrasive cleaning products.
Others:
The lamp is delivered in one package.
The assembly instructions are delivered with the product.
Model: 19,8cm /78"
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Collection:
Table lamps Floor lamps Pendant lamps Wall lamps
Lamina Dorada 45 Lamina Dorada 45 Lamina Dorada 45 Lamina Dorada 45
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